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material has NOT been tested by Texicity Characteristic Leaching Procedure
{TCLP)

SECTION 14 - TRANSPORTATICN INFORMATION

DOT PROPER SHIPEING NAME: Paint

DOT HAZARD CLASS: NA HAZARD SUBCLASS: NA

DOT UN/NA NUMBER: NR IMO: NA PACKING GRQUP : NA
SECTION 15 - REGULATCRY INFORMATION

U.S. FEDERAL REGULATIONS: AS FOLLOWS =

SECTION 15 - REGULATORY INFORMATION

OSHA: Hazardous by definition of Hazard Communication Standard (29 CFR
1910.1200}

NEW JERSEY RIGHT-TO-KNOW:
The feollowing materials are non-hazardous, but are among the top five
components in this product:

——————————— CHEMICAL NAME —-——-=~-—-==~ CAS NUMBER
No nen-hazardous materials are among the top five ingredients.

PENNSYLVANIA RIGHT-TO-KNOW:
The following non-hazardous ingredients are present in the product at
greater than 3%:

——————————— CHEMICAI NAME -------———— CAS NUMBER
No neon-hazardous ingredients are present at greater than 3%.

INTERNATIONAL REGULATIONS: AS FPOLLOWS -

CANADIAN WHMIS: This MSDS has been prepared in compliance with Contrelled
Product Regulations except for use of the 16 headings.

CANADIAN WHMIS CLASS: No information available.

SECTION 16 - QTHER INFORMATION

NOTICE: Removal of old lead paint by sanding, scraping or other means may
generate dust or fumes that contain lead. Exposure to lead dust or fumes
may cause adverse health effects, especially in children or pregnant women.
Controlling exposure to lead or cther hazardous substances requires the use
of proper protective equipment, such as a properly fitted respirator (NIOSH
approved) and proper containment and cleanup. For additicnal information,
contact the USEPA/Lead Information Hotline at 1-800-424-LEAD.
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